© Conductor: 23 AWG, Solid-Bare Copper Wires

© Standard:
ISO/IEC11801 ~ TIA-568-C.2 ~ IEC61156

© 1S09001 Certified Manufacturing Plant

Cat6 Armoured LSZH F/UTP Cable
C6USG_A_LS/H

Conductor Material Solid-Bare Copper Sheath Physical Properties  Tensile Strength >10.0 Mpa
Nom.0.D. 0.565 +0.005mm (Before Aging) Elongation >125%
Insulation Material & Diameter HDPE (1.12 +0.05mm) Aging Period 100°Cx24hx7d
Screening Material Mylar+ AL/Mylar Sheath Physical Properties  Tensile Strength >8 Mpa
Drain wire Yes (After Aging) Elongation >100 %
Inner Sheath Material LSZH (old Bend -20+2°Cx4h,
Thickness 0.70 £0.2mm No visible cracks
Armored Material Material Steel Wires Braiding Electrical Characteristics (20°C)  /mpedance 1000+15Q
(overage 265% Delay Skew <45ns/100m
Outer Sheath Thickness 1.1£0.4 mm DC Resistance Max. 9.5 Q/100m
External 0.D. 10.9+1.0mm DC Conductor Resistance Unbalance Max. 5.0 %
Material LSZH (complies RoHS)
»
> .
Fre(cm:ncy Retu(::) Loss Attel;l;;)atlon N(E;()T DE:.:Y PS(E;XT EI.(EE)XT PSE(I‘;'I;)EXT F/UTP 4 Pair Cable
1 19.1 3.0 65.0 498 62.0 64.2 61.2 Armored BC Conductor
4 210 35 64.1 498 31.8 52.1 49.1 Insulation
~ d 8 21.0 5.0 59.4 498 57.0 46.1 4.1 .
E 10 21.0 55 57.8 498 55.5 442 4.2 Mylary
& 16 20.0 7.0 54.6 498 52.2 40.1 371 Drain wire
< 20 19.5 7.9 53.1 498 50.7 382 352
g 2 19.0 89 515 498 49.1 36.2 332 s Filling
S 31.25 18.5 10.0 50.0 498 47.5 343 313 . e
62.5 16.0 14.4 45.1 498 42.7 283 253 M
Pair 1 White-Blue / Blue
100 14.0 18.6 4.8 498 393 242 212 Pair 2 White-Orange / Orange
200 11.0 274 36.9 498 343 18.2 15.2 Pair 3 White-Green / Green
250 100 311 353 498 3.7 162 132 Pair 4 White-rown /Brown _

*** FLUKE Permanent Link Technical Performance (<90m)

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
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