® Indoor /Outdoor Bullet Camera
© 2.0MP Fixed Lens 3.6mm @F1.2
® 1/2.9” IMX Series CMOS

24 IR LEDs, 15M

Complex Size

Aluminum Housing

H.265 /H.264 Compression

EIU-221R

2 Megapixel with IR
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Image Sensor 1/2.9" CMOS
Lens Type 3.6mm@F1.2
- Min lllumination Color 0.01Lux / Black & White 0001Lux
@ | Day/Night ICR (Auto / Day / Night)
§ WDR Digital (Dynamic Range Enhancer)
Shutter 1/50(1/60) Sto 1/10,000 S
IR Distance 15m
Image Enhancement Backlight Compensation / Exposure Control / AGC / Noise Reduction
Video Compression H.265 /H.264 Compression, Support dual-stream
] 9 | Max Resolution 1920 x 1080
2 | Max Frame Rate 25 fps @ 1920 x 1080
Motion Detection Support
Text Overlay Yes
Ethernet RJ-45 10/100M
*.‘o. Protocol RTSP / FTP / PPPoE / DHCP / DDNS / NTP / UPnP
2 | Open Protocol ONVIF
‘ 2 | avs Yes
) Mobile Monitoring iOS & Android
] _ | Power Source PoE / DC12V
E Power Consumption W
é Operating Temperture -10to 50
Operating Humidity < 90%

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
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