E HT

“Features
TV15F/TV25F

© Zinc diecast housing
© Screening factor 290dB
® High RFI

© ©

F Connector
(TV15F, TV25F)

IEC Connector ® |EC Connector

(WP101, WP102)

WP101/WP102

oo

® Metal rear cover

IEC Connector
(WPO1L, WPO2L)

TV Wallplate
F Connector/IEC Connector

® |EC Connector
@ Data Port

WPO1L/
WP02L

Insertion Loss IN-TV 5-65MHz <1.2dB <4.2dB
65- 550 MHz <1.3dB <48dB
550- 1000 MHz <1.5dB <5.5dB
Insertion Loss IN-Radio FM & DAB 12.5dB <16dB
Insertion Loss IN-OUT 5-550 MHz - <3.6dB
550- 71000 MHz - <4.5dB
Isolation TV-Radio 5-65MHz >40dB >40dB
L 65- 550 MHz >40dB >40dB
] 550- 1000 MHz >40dB >40dB
2 | Isolation OUT-TV 5-65MHz ; >25dB
S 65-550 MHz - >24dB
550- 1000 MHz - >23dB
Return Loss TV (MIN) 5-550 MHz >16dB >18dB
550- 1000 MHz >14dB >18dB
Return Loss Radio (MIN) FM & DAB >12dB >18dB
RFI (MIN) 5-1000 MHz >90dB >90dB
Impedance 75Q 750
Connector to TV Outlet FType FType
Connector to FM Qutlet F Type F Type
Type Terminal Loop Through | Type Terminal Loop Through
Frequency 87-862 MHz 87-862MHz | Frequency 5-1000 MHz 5-1000 MHz
5 Insertion Loss FM 87-108 MHz 1dB 4dB Insertion Loss IN-TV  5-7000 MHz 1.5dB 5.5dB
< TV 470-862 MHz 1.5dB 5dB IN-RADIO FM & DAB 10dB 10dB
E Through Loss  FM 87-108 MHz 4dB Through Loss IN-OUT  5-550 MHz 3.6dB
E TV 470-862 MHz 5dB 550-1000 MHz 4.5dB
~ |Isolation between FM and TV >15dB >15dB Isolation between Radio and TV >40dB >40dB
Safety Isolation 2kVrm.s 2kVrm.s | Dataport Plug with Ethernet/Telephone Keystone Jack
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